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otor _electyic cu servomotor liza Linde 14V, 29.5A,
0.35w SN: 51603500800 (2034)
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Motor electric Liza Linde 14V, 29.5A, 0.35w Cod intern: 2034 SN: 51603500800 Se emite factura Pre?:
1700€ fara TVA



https://stivuitoare-lize.ro/wp-content/uploads/2022/07/1B84A0A8-C0C7-4E9D-8739-F922266C978E-scaled.jpeg
https://stivuitoare-lize.ro/wp-content/uploads/2022/07/2973E651-C272-4A02-B0BB-7EA313208974-scaled.jpeg
https://stivuitoare-lize.ro/wp-content/uploads/2022/07/38941F3E-4C2B-4604-A853-47EE91B56ABF-scaled.jpeg
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https://stivuitoare-lize.ro/wp-content/uploads/2022/07/26159333-A9F7-4584-907E-691B49BEBC38-scaled.jpeg
https://stivuitoare-lize.ro/wp-content/uploads/2022/07/8E0C7586-B10E-434A-9D67-B972703EE4DC-scaled.jpeg

SPECIFICATIONS

Total length [mm)

Length of the armature housing [mm]
Diameter of the armature housing [mm)
Front flange

Type shaft front

Number of plugs

Cooling fan

Minimum voltage U1 (V)

Current [ampere) (A]

Revolutions/Minute [tr/min]
Power (kW]

Motor type

CE

Insulation grade (IP)
Insulation class

Frequency [Hz)

Intermittent operation S3 (%]

Sort of electric motor direct current
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